G Celltech CT SERIES-UPS Purpose
CT12-540W/VO0 (12V155AH)

Specification Code:460-8655

Nominal Voltage 12V
Watts(15min Rate) 539.0Watts at 1.67V/cell
Length 335+1mm (13.19 inches)
) ) Width 172 +1mm (6.77 inches)
Dimension Container Height 275+2mm (1083 inches)
Total Height (with Terminal) 278 =2mm (1094 inches)
Approx Weight Approx 42.4 kg (93.5Ibs)
Terminal T8
Container Material ABS: UL94HB-V0
147.0AH/M4.7 A (10hr ,1.80V/cell,25°C/77°F)
143.2AH/17.9A (8hr,1.75V/cell,25°C/77°F)
Rated Capacity 130.5AH/26.1 A (5hr,1.75V/cell,25°C/77°F)
771AH /25.7A (3hr,1.75V/cell,25°C/77°F) 3 o
67.5AH/67.5A (1hr,1.60V/cell,25°C/77°F)
Max. Dlscharg.;e Current 2015A (5s) + UPS(Highrate)
Internal Resistance Approx 3.8m ]
Qischarge : -15~50°C (5~122°F) ¢ High power backup supply
Operating Temp.Range Charge  :-20~40°C (-4~104°F ) 4 Emergency power supply
Storage :-15~40°C (5~104°F) ¢ Emergency lighting
Nominal Operating Temp. Range 25+3°C (77+5°F) . .
¢ Electric starting
Cycle Use Initial Charging Current less than46.5A.Voltage
14.4V~15.0V at 25°C(77°F)Temp. Coefficient -30mV/°C
Standby Use 11\1;3 limit on Initial C?argirlg Current Volta.gfe O
.5V~13.8V at 25" C(77 F)Temp. Coefficient -20mV/"C
Capacity affected by 40:C (1 Oio F) 103?’ ¢ Compliance with | EC60896
Temperature 25°C (77°F) 100% standards,EU Battery Directive
0°C  (32°F) 86% + ULCE
CT series batteries may be stored for up to 6 months
Self Discharge at 25°C(77°F) and then a freshening charge is required. ¢ IATF16949,15045001,1S09001and
For higher temperatures the time interval will be shorter. ]{ggﬁggl certified production

Constant Current Discharge (Amperes) at 25°C (77°F )
F.VITime | 5min 10min 15min 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85Vicell| 282.7 227.9 197.5 173.4 138.3 106.0 87.0 515 37.2 29.6 24.6 21.4 171 14.3 7.57
1.80Vicell| 327.4 252.0 217.6 192.0 150.7 1141 921 54.0 38.8 30.7 25.5 221 17.6 14.7 7.75
1.75Vicell| 381.3 281.8 241.2 207.9 161.8 121.1 97.3 56.3 40.1 31.5 26.1 22.6 17.9 15.0 7.93
1.70Vicell| 425.9 | 309.7 | 265.0 | 225.9 | 173.3 | 127.9 | 1020 | 582 | 412 | 323 | 267 | 230 | 183 | 153 | 8.06
1.67Vicell | 466.9 341.3 288.5 240.4 180.8 133.3 105.6 60.1 42.4 33.1 27.3 23.5 18.7 15.5 8.20
1.60V/cell| 507.8 369.2 304.4 253.4 190.0 138.9 109.5 61.7 43.2 34.0 28.0 24.2 19.1 15.9 8.36

Constant Power Discharge (Watts/Cell) at 25 °C (77°F)

F.VITime | 5min 10min | 15min | 20min | 30min | 45min 1h 2h 3h 4h 5h 6h 8h 10h 20h
1.85Vicell | 537.7 | 438.4 | 382.7 | 337.8 |271.0 |209.1 | 1725 | 102.8 74.4 59.5 49.8 43.5 34.9 29.5 15.6
1.80V/cell| 6154 | 480.8 | 417.8 | 371.3 | 293.0 | 223.2 | 181.3 | 106.8 771 61.2 51.1 44 .4 35.6 30.0 15.9
1.75Vicell| 710.1 | 530.7 | 458.9 | 398.9 | 312.2 | 235.1 | 190.2 | 110.7 79.2 62.5 52.0 45.2 36.1 30.4 16.2
1.70V/cell| 785.4 | 577.9 | 499.2 | 430.2 | 332.1 | 2465 | 1979 | 113.6 80.8 63.8 53.0 45.8 36.7 30.9 16.4
1.67V/cell| 852.0 | 630.1 | 539.0 | 454.3 | 3444 | 2555 | 203.8 | 116.8 82.8 65.0 53.9 46.6 37.2 31.2 16.6
1.60V/cell| 908.9 | 667.5 | 558.6 | 468.8 | 354.4 | 261.2 | 207.5 | 117.7 82.9 65.5 54.3 471 37.5 31.3 16.6

Specifications subject to change without notice.
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100 —_— Self Discharge Characteristics
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E \ \ % B A No supplementary charge required
§ 60 30°C \ (Carry out supplementary charge before use if 100% capacity is required.)
3 40°C
@ 40 Supplementary charge required before use.Optional charging way as below:
= C B 1.Charged for above 3 days at limted current 0.25CA and constant volatge 2.25V/cell.
E 20 2.Charged for above 20hours at limted current 0.25CA and constant volatge 2.45V/cell.
& 3.Charged for 8~10hours at limted current 0.05CA.
0
0 2 4 6 8 10 12 Supplementary charge may often fail to recover the capacity.
. C The battery should never be left standing till this is reached.
Storage Time(Months)

Sales Office

For more information and the contact details of the local suppliers,
please visit CELLTECH-GROUP.COM

The data on this datasheet document are for information and descriptive purposes only and are not to make or imply any guarantee or warranty.
No guarantee for zero failure status of given information inside this document. Please see/request detailed specification for finally valid data.

0000000



https://celltech-group.com/contact-celltech/
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